
HANKOOK Guide for Truck & Bus Radial Tires

This chart will help you choose the most appropriate tire driving condition and the region
If you have any question, please contact the Hankook representative nearest you.

��

No matter how far you drive,

Hankook Tire has the solution. 

TBR

AL02, AL07+, AL10, AL11, AL15, AL17, AL81, AH04, AH07,
AH08, AH10, AH11, AH11k, AH11s, AH11w, AH12, AH15, 
AH15K, AH15S, AH18, AH22, AH22K, AH24, AH25, AH85, 
AM01, AM02, AM06, AM15, AM81, AU02, AU02W, AU03, 
AW01, DL01, DL02, DL05, DL07, DL10, DL11, DH03, DH03W, 
DH05, DH05K, DH05W, DH06, DH15, DH81, DM03, DM04, 
DM06, DM07, DM80, DM81, DW01, DW02, DW03, DW06, 
TL01, TL10, TH02, TH06Z, TH10

�t��NOTES

Truck and Bus Radial Tire

T/T : Tube Type
T/L : Tubeless Type
      : Snow Tire
M+S : Mud & Snow
This List cancels all previous lists and is subject to change without prior notice AL02, AL07+, AL10, AL11,

AL15, AL17, AL81
Long-Distance Tranport
(Above 500km)

FrontDriving Condition / Axle

DL01, DL02, DL05,
DL07, DL10, DL11

Drive

TL01, TL10

Trailer

AM01, AM02, AM15, AM81Mixed Service(On & Off) DM03, DM06, DM80

AM06Off Road DM04, DM07, DM81

AW01 DW01, DW02, DW03, DW06Winter

AH04, AH07, AH08, AH10,
AH11, AH11K, AH11S, AH11W
AH12, AH15, AH15K, AH15S, 
AH18, AH22, AH22K, AH24,

AH25, AH85

National & Regional 
Tranport(below 500km)

DH03, DH03W, DH05, DH05K, 
DH05W, DH06, DH15, DH81 TH02, TH06Z, TH10



�L�o�n�g� �H�a�u�l

Solid traction and ultra fuel efficiency mark the AL02. Computer-designed tread pattern-

provides for even wear and longer tire life. Developed for local, medium and long-distance 

transport, the AL02 optimizes fuel efficiency and precise handling.

�T�B�RPattern Code  AL02

Recommended Vehicle Types & Position

�1�5�4�/ �1�5�5
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

Tubeless
3000505 11R22.5 148/145M 16 - 8.25 120 120 3000 2725 6610 6005 1053 41.5 282 11.1 210 8.3 15.0 19 493 
3001061 11R22.5 148/145M 16 C- 8.25 120 120 3000 2725 6610 6005 1053 41.5 282 11.1 210 8.3 15.0 19 493 
3000683 12R22.5 152/148L 16 - 9.00 120 120 3350 3075 7390 6780 1085 42.7 298 11.7 210 8.3 15.3 19 504 
3001471 11R24.5 - 16 CA 8.25 120 120 3250 3000 7160 6610 1102 43.4 280 11.0 220 8.7 14.0 18 545 
3000766 11R24.5 - 16 - 8.25 120 120 3250 3000 7160 6610 1102 43.4 280 11.0 220 8.7 14.0 18 545 

80
3000537 275/80R22.5 148/145M 16 - 8.25 120 120 3000 2725 6615 6005 1021 40.2 280 11.0 226 8.9 15.2 19 475 
3000456 295/80R22.5 152/148M 16 - 9.00 123 123 3550 3150 7830 6945 1053 41.5 305 12.0 240 9.4 15.0 19 491 
3001062 295/80R22.5 152/148M 16 C- 9.00 123 123 3550 3150 7830 6945 1053 41.5 305 12.0 240 9.4 15.0 19 491 
3000450 315/80R22.5 154/150M 18 - 9.00 120 120 3750 3450 8270 7610 1079 42.5 315 12.4 241 9.5 16.5 21 501 
3001063 315/80R22.5 154/150M (156L) 18 C- 9.00 120 120 3750 3450 8270 7605 1079 42.5 315 12.4 250 9.8 16.5 21 502 

75
3000916 305/75R24.5 152/148L 16 - 9.00 123 115 3550 3150 7830 6945 1091 43.0 305 12.0 240 9.4 15.5 20 505 

70
3000763 255/70R22.5 140/137M 16 - 7.50 120 120 2500 2300 5510 5070 929 36.6 250 9.8 204 8.0 13.2 17 437 
3000764 275/70R22.5 148/145M 16 - 8.25 131 131 3150 2900 6945 6395 965 38.0 276 10.9 212 8.3 15.0 19 450 
3000674 305/70R22.5 152/148L 16 - 9.00 125 125 3350 3075 7390 6780 1000 40.2 304 11.0 242 9.5 15.0 19 465 
3000676 315/70R22.5 154/150L 16 - 9.00 123 115 3550 3150 7830 6945 1013 39.9 310 12.2 246 9.7 15.0 19 472 

60
3000488 295/60R22.5 150/147K 16 - 9.00 131 131 3350 3075 7390 6780 921 36.3 290 11.4 250 9.8 13.0 16 427 
3000490 315/60R22.5 152/148L 16 - 9.75 131 131 3550 3150 7830 6940 953 37.5 320 12.6 272 10.7 13.6 17 446 

Tube Type
3000720 1000R20 147/143M 16 - 7.50 120 120 3000 2725 6610 6005 1052 41.4 283 11.1 210 8.3 15.0 19 492 
3000765 1100R20 150/146L 16 - 8.00 120 120 3350 3075 7390 6780 1085 42.7 298 11.7 210 8.3 15.3 20 504 
3000712 1100R22 152/149L 16 - 8.00 120 120 3550 3250 7830 7160 1136 40.8 298 11.7 220 8.3 15.5 19 487 
3000473 1200R24 156/153K 18 - 8.50 120 120 4250 3875 9370 8540 1219 48.0 315 12.4 225 8.9 15.0 19 568 

Technical data subject to change without prior notice. 



Recommended Vehicle Types & Position

�L�o�n�g� �H�a�u�l

AL10 is the best choice for long-haul driving. AL10 has long mileage, fuel efficiency and 

endurance. Longer milege by adoption of new cap tread compound, specially developed 

for long haul condition and it has a enhanced casing endurance with SCCT(Stiffness 

Control Contour Theory) 

�T�B�RPattern Code  AL10

�A�L�1�0

Tubeless
80
3001549 295/80R22.5 152/148M 16 - 9.00 123 123 3550 3150 7830 6945 1051 41.4 305 12.0 222 8.7 13.5 17 490 
3001440 315/80R22.5 156/150L(154/150M) 18 - 9.00 120 120 3750 3450 8270 7610 1075 42.3 320 12.6 242 9.5 14.0 18 500 

70
3001548 315/70R22.5 154/150L(152/148M) 18 9.00 131 131 3750 3350 8270 7390 1011 39.8 310 12.2 260 10.2 13.5 17 471 

60
3001514 295/60R22.5 150/147K(149/146L) 16 - 9.00 130 130 3350 3075 7390 6780 918 36.1 288 11.3 246 9.7 13.0 16 426
3001625 315/60R22.5 152/148L 16 - 9.75 131 131 3550 3150 7830 6940 951 37.4 320 12.6 270 10.6 13.5 17 442

55
3001620 385/55R22.5160J(158L) 18 - 11.75 130 - 4500 - 9220 - 1003 39.5 380 15 320 12.6 14.5 18 464
Technical data subject to change without prior notice. 

�1�5�8�/ �1�5�9
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�L�o�n�g� �H�a�u�l

AL15 is strengthened anti-abrasion by applying the 5-groove shape with wider tread. It 

prevents stones from being stuck in the tyre; strengthened fuel efficiency as well as anti-

abrasion by applying the multi-step shape with optimum angle and wide based, 

5-groove. And also it is Employed optimum shape for the shoulder to prevent irregular 

wear.

�T�B�RPattern Code  AL15

Recommended Vehicle Types & Position

Tubeless
65
3001425 385/65R22.5 160 J 18 - 11.75 120 - 4250 - 9370 - 1082 42.6 382 15.0 300 11.8 15.5 20 504 
Technical data subject to change without prior notice. 

�1�6�2�/ �1�6�3
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�T�B�RPattern Code  AH11

Tubeless
3000770 205/75R17.5 124/122M 12 - 6.00 110 110 1600 1500 3525 3305 761 30.0 203 8.0166 6.5 13.1 17 362 
3001464 215/75R17.5 126/124M 12 CE 6.00 100 100 1700 1600 3750 3530 775 30.5 209 8.2178 7.0 12.6 16 363
3000771 215/75R17.5 126/124M 12 - 6.00 100 100 1700 1600 3750 3530 775 30.5 209 8.2178 7.0 12.6 16 363
3000870 225/75R17.5 129/127M 12 - 6.75 105 105 1850 1750 4080 3860 790 31.1 228 9.0186 7.3 12.6 16 404 
3000896 235/75R17.5 125/123L 14 - 6.75 110 110 2000 1900 4410 4190 806 31.7 238 9.4202 8.0 13.6 17 373 

70
3001466 225/70R19.5 125/123L 12 CL 6.75 95 95 1650 1550 3640 3415 816 32.1 225 8.9184 7.2 12.6 16 362 
3000868 225/70R19.5 125/123L 12 - 6.75 95 95 1650 1550 3640 3415 818 32.2 225 8.9184 7.2 12.6 16 362 
3000715 245/70R19.5 136/135M 14 - 7.50 110 110 2240 2120 4940 4675 844 33.2 244 9.6210 8.3 13.5 17 391
3001059 245/70R19.5 136/134M 14 C- 7.50 110 110 2240 2120 4940 4675 843 33.2 248 9.8210 8.3 13.5 17 391
3000679 265/70R19.5 140/138M 14 - 7.50 110 110 2500 2360 5510 5205 870 34.3 260 10.2212 8.3 13.5 17 400 
3001060 265/70R19.5 140/138M 14  C- 7.50 110 110 2500 2360 5510 5205 870 34.3 260 10.2218 8.6 13.5 17 400 
3000705 285/70R19.5 145/143M 16 - 8.25 125 125 2900 2725 6395 6005 895 35.2 280 11.0220 8.7 13.5 17 362 
3001245 285/70R19.5 145/143M 16 CE 8.25 125 125 2900 2725 6395 6005 895 35.2 280 11.0220 8.7 13.5 17 362 
3000706 305/70R19.5 148/145M 16 - 9.00 115 115 3075 2900 6780 6395 920 36.2 304 12.0248 9.8 14.5 18 362 
3000857 315/70R22.5 154/150L 18 - 9.00 130 123 3750 3350 8270 7390 1014 39.9 310 12.2248 9.8 15.5 20 479 

Tube Type
3000797 900R20 140/137L 14 - 7.00 115 115 2575 2430 5675 5355 1020 40.2 256 10.1 184 7.2 13.5 17 480 
3000791 1000R20 147/143L 16 - 7.50 120 120 3000 2725 6610 6005 1055 41.5 283 11.1 204 8.0 16.0 20 495 
3000793 1100R20 150/146L 16 - 8.00 120 120 3350 3075 7390 6780 1084 42.7 298 11.7 210 8.3 16.0 20 504 
3000795 1200R20 154/150L 18 - 8.50 120 120 3750 3450 8270 7610 1120 44.1 312 12.3 220 8.7 16.5 21 521 

Technical data subject to change without prior notice. 

�M�e�d�i�u�m� �H�a�u�l

Overall design fights the elements, prevents uneven wear, and enhances durability. Two-

tiered tapered shoulders inhibit wandering. Multi-kerfs on grooves and large-angled 

groove walls improve handling and stability. Broad tread design provides outstanding 

traction in wet driving conditions.

�1�7�6�/ �1�7�7
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

Overall design fights the elements, prevents uneven wear, and enhances durability. Two-

tiered tapered shoulders inhibit wandering. Multi-kerfs on grooves and large-angled 

groove walls improve handling and stability. Broad tread design provides outstanding 

traction in wet driving conditions.

�T�B�RPattern Code  AH11s

�T�B�RPattern Code  AH11k

Tubeless
80
3001437 315/80R22.5 156/150M 18 Z 9.00 120 120 3750 3350 8270 7385 1081 42.6 315 12.4 242 9.5 16.5 21 479 
Technical data subject to change without prior notice. 

Recommended Vehicle Types & Position

�1�7�8�/ �1�7�9
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

Tubeless
3001328 12R22.5 152/148L 16 C 9.00 120 120 3350 3075 7390 6780 1084 42.7 300 11.8 210 8.3 16.1 20 508 

80
3001092 315/80R22.5 156/150L 18 C 9.00 120 120 3750 3350 8270 7385 1081 42.6 315 12.4 242 9.5 16.5 20 479 
3001453 315/80R22.5 - 20 - 9.00 130 130 4080 3745 9000 8255 1081 42.6 315 12.4 242 9.5 16.5 21 502 

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

A new concept tread rubber and optimized carcass line translate into improved ride and 

cornering ability. The new compound and wide tread enhance abrasion durability. Fuel 

efficiency is maximized through optimized form design, while the waved groove pattern 

guarantees stable braking and driving throughout the tire's lifespan.

�T�B�RPattern Code  AH22

Tubeless
3001228 11R22.5 148/145L 16 - 8.25 120 120 3000 2725 6610 6005 1057 41.6 280 11.0 225 8.9 16.0 20 528
3001094 12R22.5 152/148L 16 - 9.00 120 120 3350 3075 7390 6780 1086 42.7 304 11.7 236 9.3 16.0 20 542

80
3001229 295/80R22.5 152/148M 16 - 9.00 123 123 3550 3150 7830 6945 1056 41.6 303 11.7 250 9.8 16.5 21 490
3001230 315/80R22.5 156/150L 18 - 9.00 120 120 3750 3350 8270 7385 1081 42.6 315 12.4 252 9.9 16.5 21 504 

70
3001166 245/70R19.5 137/135M 16 - 7.50 120 120 2300 2200 5070 4850 849 33.4 245 9.6 216 8.5 14.1 18 395 
3001645 365/70R22.5 162K 20 - 11.75 130 - 4750 - 10500 - 1085 42.7 382 15.0 308 12.1 16.7 21 

65
3001503 385/65R22.5 160 K 20 - 11.75 130 - 4500 - 9920 - 1085 42.7 382 15.0 308 12.1 16.7 21 -
3001568 385/65R22.5 162 K 22 - 11.75 135 - 4750 - 10500 - 1085 42.7 382 15.0 308 12.1 16.7 21 -

Tube type
3001757 1000R20 16 -
3001756 1100R22 16 -

�U�Ê�/�…�i�Ã�i�Ê�Ã�ˆ�â�i�Ã�Ê�>�À�i�Ê�>�Û�>�ˆ�•�>�L�•�i�Ê�ˆ�˜�Ê�Î�+�°�Ó�ä�£�£

Recommended Vehicle Types & Position

�1�9�0�/ �1�9�1
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

�U
�U

�T�B�RPattern Code  AH22k

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

Tubeless
80
3001725 295/80R22.5 152/148M 16 9.00 123 123 3550 3150 7830 6945 1056 41.6 303 11.7 250 9.8 16.5 21 490
Technical data subject to change without prior notice. 



�O�n� �&� � �O�f�f� � �-� �R�o�a�d

AM01 provides outstanding long mileage and traction for tripper & mixer on various on & 

off condition. It designed for deep shoulder lug & off-set shoulder block with outstanding 

traction & grip performance for on & off road.

�T�B�RPattern Code  AM01

Tubeless
3000072 11R22.5 148/145K 16 - 8.25 120 110 3000 2630 6610 5800 1054 41.5 278 10.9 232 9.1 17.0 21 497 
3000073 12R22.5 152/148K 16 - 9.00 120 110 3250 2850 7200 6320 1084 42.7 300 11.8 222 8.7 16.8 21 510 
3000074 13R22.5 156/150G 18 - 9.75 120 110 3725 3265 8210 7200 1127 44.4 316 12.4 244 9.6 19.2 24 525 

80
3000440 315/80R22.5 156/150K 18 - 9.00 120 120 3750 3350 8270 7385 1081 42.6 313 12.3 248 9.8 16.5 21 500 
3001083 315/80R22.5 156/150K 18 CE 9.00 120 120 3750 3350 8270 7385 1081 42.6 313 12.3 248 9.8 16.5 21 500 

Tube Type
3000069 1100R22 150/146L 16 - 8.00 120 110 3475 3050 7660 6720 1134 44.6 294 11.6 238 9.4 16.0 20 530 
3000065 1200R20 154/149K 18 - 8.50 120 110 3725 3265 8210 7200 1127 44.4 308 12.1 244 9.6 19.5 25 524 
3000075 1200R24 156/153K 18 - 8.50 120 120 4250 3875 9370 8540 1222 48.1 310 12.2 244 9.6 16.5 21 570 

Technical data subject to change without prior notice. 

Recommended Vehicle Types & Position

�1�9�8�/ �1�9�9
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�T�B�RPattern Code  AM02

Recommended Vehicle Types & Position

�O�n� �&� � �O�f�f� � �-� �R�o�a�d

Developed for added mileage and superior traction in mixed conditions, the AM02 is built 

for strength, traction and long life. Tread compound and 4 belt structure yield outstanding 

durability. Powerful shoulders offer added sidewall protection. Applied tie bands prevent

irregular wear and reduce noise. Square shoulder shape ensures optimal road contact.

�2�0�0�/ �2�0�1
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

Tubeless
70
3001251 265/70R19.5 143/141J 18 CE 7.50 125 125 2730 2575 6010 5680 877 34.5 260 10.2 216 8.5 16.5 21 409 
3000487 265/70R19.5 143/141J 18 - 7.50 125 125 2730 2575 6010 5680 877 34.5 260 10.2 216 8.5 16.5 21 409 
3000486 275/70R22.5 148/145K 16 - 8.25 131 131 3150 2900 6945 6395 970 38.2 276 10.9 238 9.4 17.5 22 450 

65
3001511 385/65R22.5 158L 18 CE 11.75 120 - 4250 - 9370 - 1074 42.3 382 15.0 288 11.3 16.5 21 502 
3000082 385/65R22.5 158L 18 - 11.75 120 - 4250 - 9370 - 1074 42.3 382 15.0 288 11.3 16.5 21 502 
3000081 385/65R22.5 160K 20 - 11.75 130 - 4500 - 9920 - 1074 42.3 382 15.0 288 11.3 16.5 21 
3000492 425/65R22.5 165K 18 - 13.00 125 - 5150 - 11350 - 1126 44.3 423 16.7 315 12.4 16.5 21 520 
3001389 425/65R22.5 165K 20 - 13.00 125 - 5170 - 11400 - 1126 44.3 423 16.7 315 12.4 16.5 21 520 
3000808 445/65R22.5 169K 20 - 14.00 130 - 5800 - 12800 - 1162 45.7 450 17.7 352 12.4 18.5 23 520 

Technical data subject to change without prior notice. 

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�T�B�RPattern Code  AM06

Recommended Vehicle Types & Position

�O�f�f� � �-� �R�o�a�d

Designed for on&off road applications and free rolling axle use in challenging road condi-

tions, the AM06 is built for aggressive traction in all driving conditions. The square shoul-

der shape and contact pressure yield superior wear resistance while the surface grooves 

provide excellent water drainage. Tread design expels stones and extends the life of the

tire.

�2�0�2�/ �2�0�3
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

Tubeless
3001000 10R22.5 144/142K 16 - 7.50 130 120 2760 2435 6090 5370 1024 40.3 253 10.0 220 7.4 14.5 18 491 
3001099 11R22.5 148/145K 16 CE 8.25 120 120 3000 2725 6610 6005 1060 41.7 281 11.1 220 8.7 18.5 23 497 
3000836 11R22.5 148/145K 16 - 8.25 120 120 3000 2725 6610 6005 1060 41.7 281 11.1 220 8.7 18.5 23 497 
3000478 12R22.5 152/148K 16 - 9.00 120 120 3350 3075 7390 6780 1091 43.0 298 11.7 242 9.5 18.5 23 511 
3000913 13R22.5 156/150K 18 - 9.75 120 120 3750 3450 8270 7610 1124 44.3 317 12.5 244 9.6 18.5 23 523 
3001098 13R22.5 154/151K(156/150G) 18 CE 9.75 120 120 3750 3450 8270 7610 1124 44.3 317 12.5 244 9.6 18.5 23 523 
3000994 11R24.5 - 16 - 8.25 120 120 3250 3000 7160 6610 1111 43.7 282 11.1 220 8.7 18.5 23 521 

80
3000815 315/80R22.5 156/150K 18 - 9.00 120 120 3750 3350 8270 7385 1085 42.7 314 12.4 248 9.8 18.5 23 504 
3001004 295/80R22.5 152/148K 16 - 9.00 123 123 3550 3150 7830 6945 1060 41.7 303 11.9 240 9.4 18.0 23 493 
3001097 315/80R22.5 156/150K 18 CE 9.00 120 120 3750 3350 8270 7385 1085 42.7 314 12.4 248 9.8 18.5 23 504 
3001310 315/80R22.5 - 20 C- 9.00 130 130 4525 4125 10000 9090 1087 41.7 314 12.4 240 9.4 18.5 23 -

Tube Type
3000999 900R20 141/139K 14 - 7.00 115 115 2575 2430 5675 5355 1024 40.3 253 10.0 220 7.4 14.5 18 495 
3000860 1000R20 147/143K 16 - 7.50 120 120 3000 2725 6610 6005 1060 41.7 281 11.1 220 8.7 18.5 23 497 
3000479 1100R20 150/146K 16 - 8.00 120 120 3350 3075 7390 6780 1091 43.0 294 11.6 242 9.5 18.5 23 511 
3000915 1200R20 154/150K(156/150G) 18 - 8.50 120 120 3750 3450 8270 7610 1124 44.3 309 12.2 314 9.6 18.5 23 522 
3001002 1200R24 156/153K 18 - 8.50 120 120 4250 3875 9370 8540 1222 48.1 310 12.2 230 9.1 16.5 21 569 

Technical data subject to change without prior notice.

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�T�B�RPattern Code  AM15

Recommended Vehicle Types & Position

�O�n� �&� � �O�f�f� � �-� �R�o�a�d

All-wheel-position wide base tire designed to deliver added mileage and traction in mixed 

operations. Outstanding casing durability and retreadability by low heating tread com-

pound application. Thick shoulders help to provide added sidewall protection and mini-

mize casing damage due to impacts. Preventing irregular wear by square shoulder shape 

and ideal contact pressure / contact shape.

�2�0�4�/ �2�0�5
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

Tube Type
65
3001324 385/65R22.5 158 L 18 - 11.75 120 - 4250 - 9370 - 1088 42.8 382 15.0 308 12.1 18.0 23 507 
3001504 385/65R22.5 160K 20 - 11.75 130 - 4500 - 9920 - 1088 42.8 382 15.0 308 12.1 18.0 23 507 
3001566 385/65R22.5 162K 22 - 11.75 135 - 4750 - 10500 - 1088 42.8 382 15.0 308 12.1 18.0 23 507 

70
3001646 365/70R22.5 162K 20 - 11.75 130 - 4750 - 10500 - 1088 42.8 382 15.0 308 12.1 18.0 23
Technical data subject to change without prior notice. 

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�U�r�b�a�n� �B�u�s

A compound specially designed for city buses results in greater wear resistance while 

sidewall protectors protect tires from stone damage. The wide and deep grooves and 

kerfs maintain excellent traction.

�T�B�RPattern Code  AU02

Tube Type
3000089 750R18 129/127J 16 - 6.00 115 115 1830 1740 4035 3835 886 34.9 218 8.6 166 6.5 15.5 20 419 

Recommended Vehicle Types & Position

�T�B�RPattern Code  AU02w

Tubeless
3000091 11R22.5 148/145J 16 - 8.25 120 120 3000 2725 6610 6005 1060 41.7 278 10.9 210 8.3 19.4 24 497 

70
3000585 275/70R22.5 148/145J(152/148E) 16 - 8.25 131 123 3150 2900 6945 6395 1060 41.7 278 10.9 210 8.3 19.4 24 452 

Tube Type
3000090 1000R20 146/143J 16 - 7.50 120 120 3000 2725 6610 6005 1060 41.7 278 10.9 210 8.3 19.4 24 497 
Technical data subject to change without prior notice.

�(�w�)

�2�0�8�/ �2�0�9
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�W�i�n�t�e�r

A new concept, winter tire with an extra wide tread and even deeper grooves. Innovative 

cross-directional wavy sipes and special compound deliver a sticky grip on snowy and 

icy roads. Deep grooves and a wide tread with stepped shoulder rlbs improve driving 

control on snowy roads.

�T�B�RPattern Code  AW01

Recommended Vehicle Types & Position

Tubeless
80
3000923 295/80R22.5 152/148K 16 - 9.00 123 123 3550 3150 7830 6945 1056 41.6 302 11.9 240 9.4 16.5 21 490 
3000721 315/80R22.5 156/150K 18 - 9.00 120 115 3875 3350 8540 7390 1083 42.6 315 12.4 260 10.2 17.0 21 501 

70
3001478 315/70R22.5 154/150L 18 - 9.00 130 130 3750 3350 8270 7390 1016 40.0 309 12.2 240 9.4 16.0 20 472 

65
3001305 385/65R22.5158L(160J) 18 - 11.75 120 - 4250 - 9370 - 1083 42.6 384 15.1 240 9.4 16.0 20 501 
Technical data subject to change without prior notice.

�2�1�2�/ �2�1�3
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�L�o�n�g� �H�a�u�l

The all-weather, driving axle DL02 is a steel belt radial tire for trucks and buses. The 5-

straight grooves optimize driving stability while the block pattern enhances driving per-

formance. The use of a new compound helps resist wear.

�T�B�RPattern Code  DL02

Recommended Vehicle Types & Position

Tubeless
3000767 11R22.5 148/145M 16 - 8.25 120 120 3000 2725 6610 6005 1063 41.9 283 11.1 232 9.1 20.5 26 500 
3000685 12R22.5 152/148L 16 - 9.00 120 120 3350 3075 7390 6780 1096 43.1 300 11.8 228 9.0 20.9 26 510 

80
3000461 295/80R22.5 152/148M 16 - 9.00 123 123 3550 3150 7830 6945 1062 41.8 305 12.0 250 9.8 19.5 25 496 
3000451 315/80R22.5 154/150M 18 - 9.00 120 120 3750 3350 8270 7385 1092 43.0 315 12.4 266 10.5 21.5 27 504
3001246 315/80R22.5 154/150M (156L) 18 CE 9.00 120 120 3750 3350 8270 7385 1087 42.8 313 12.3 260 10.2 22.0 28 504 

70
3000769 275/70R22.5 148/145M 16 - 8.25 131 131 3150 2900 6945 6395 972 38.3 274 10.8 237 9.3 18.0 23 450 
3000677 315/70R22.5 154/150L 16 - 9.00 123 115 3550 3150 7830 6945 1023 40.3 310 12.2 256 10.1 20.0 25 472 

60
3000489 295/60R22.5 150/147K 16 - 9.00 131 131 3350 3075 7390 6780 933 36.7 290 11.4 260 10.2 19.0 24 427 
3000491 315/60R22.5 152/148L 16 - 9.75 131 131 3550 3150 7830 6940 965 38.0 320 12.6 280 11.0 19.5 25 446 

Technical data subject to change without prior notice. 

�2�1�6�/ �2�1�7
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



Recommended Vehicle Types & Position

�L�o�n�g� �H�a�u�l

DL10 is the newly developed pattern that simultaneously satisfies the need in long mile-

age, fuel efficiency and endurance. It's the premium tire designed for long haul condition. 

Maximized fuel saving performance with new cap tread compound and innovative pattern 

designs without compromising mileage. 

�T�B�RPattern Code  DL10

�D�L�1�0

Tubeless
80
3001552 295/80R22.5 152/148M 16 - 9.00 123 123 3550 3150 7830 6945 1058 41.5 305 12.0 264 10.4 17.5 22 494 
3001441 315/80R22.5 156/150L(154/150M) 18 - 9.00 120 120 3750 3450 8270 7610 1082 42.5 323 12.7 278 10.9 18.0 23 504 

70
3001554 315/70R22.5 154/150L(152/148M) 18 - 9.00 131 131 3750 3350 8270 7390 1019 40.1 310 12.2 282 11.1 17.5 22 474 

60
3001624 295/60R22.5 150/147K(149/146L) 16 - 9.00 130 130 3350 3075 7390 6780 931 36.7 290 11.4 268 10.6 19 24 432
3001626 315/60R22.5 152/148L 18 - 9.75 131 131 3550 3150 7830 6940 964 38.0 321 12.6 290 11.4 19.5 25 449

Technical data subject to change without prior notice. 

�2�2�2�/ �2�2�3
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

A lightweight, economic tire for rear wheels delivers maximum fuel efficiency. The 

3-main,zig-zag groove formation boosts braking and wet driving performance, while the 

deep and wide block pattern tread ensures superior wear resistance. Durability is also 

strengthened with the use of a super-strong belt and optimized carcass line.

�T�B�RPattern Code  DH03

Recommended Vehicle Types & Position

Tubeless
3000421 9.5R17.5 131/129L 16 - 6.75 120 120 1950 1850 4300 4080 846 33.3 235 9.3 170 6.7 16.5 21 396
3000110 11R22.5 148/145M 16 - 8.25 120 120 3000 2725 6610 6005 1064 41.9 280 11.0 216 8.5 20.0 25 498
3001088 11R22.5 148/145M 16 CE 8.25 120 120 3000 2725 6610 6005 1063 41.9 282 11.1 220 8.7 20.3 26 498
3000112 12R22.5 152/148L 16 - 9.00 120 120 3350 3075 7390 6780 1094 43.1 303 11.9 220 8.7 20.0 25 515
3001105 11R24.5 - 16 CE 8.25 120 120 3250 3000 7160 6610 1112 43.8 280 11.0 208 8.2 19.5 25 521
3001105 11R24.5 - 16 CE 8.25 120 120 3250 3000 7160 6610 1112 43.8 280 11.0 208 8.2 19.5 25 521

80
3001096 295/80R22.5 152/148M 16 CE 9.00 123 123 3550 3150 7830 6945 1066 42.0 305 12.0 240 9.4 20.3 26 496

Tube Type
3000109 1100R20 150/146L 16 - 8.00 120 120 3350 3075 7390 6780 1094 43.1 293 11.5 220 8.7 20.0 25 511
Technical data subject to change without prior notice. 

�2�2�6�/ �2�2�7
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

�T�B�RPattern Code  DH03w

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

A rear-wheel, mid-distance tire designed for minimum performance alterations in chang-

ing road and weather conditions. The dynamic cross-section pattern design and deep-

grooves ensure strong traction. A block pattern was applied for even wear. DH05 also 

displays excellent driving and braking capabilities on wet or snowy roads.

�T�B�RPattern Code  DH05

80
3001095 315/80R22.5 154/150M(156L) 18 CE 9.00 120 120 3750 3350 8270 7385 1096 43.1 315 12.4 264 10.4 23.5 30 502

75
3000775 205/75R17.5 124/122M 12 - 6.00 110 110 1600 1500 3525 3305 766 30.2 203 8.0 174 6.9 15.1 19 359
3000776 215/75R17.5 126/124M 12 - 6.00 100 100 1700 1600 3750 3530 780 30.7 210 8.3 178 7.0 15.0 19 364
3000898 225/75R17.5 129/127M 12 - 6.75 105 105 1850 1750 4080 3860 796 31.3 228 9.0 186 7.3 15.6 20 371
3000899 235/75R17.5 132/130M 14 - 6.75 110 110 2000 1900 4410 4190 810 31.9 238 9.4 202 8.0 15.5 20 384

70
3000714 245/70R19.5 136/134M 14 - 7.50 110 110 2240 2120 4940 4675 850 33.5 246 9.7 216 8.5 16.0 20 395
3001247 245/70R19.5 136/134M 14 CE 7.50 110 110 2240 2120 4940 4675 850 33.5 246 9.7 216 8.5 16.0 20 395
3001248 265/70R19.5 140/138M 14 CE 7.50 110 110 2500 2360 5510 5205 876 34.5 260 10.2 226 8.9 16.0 20 405
3000681 265/70R19.5 140/138M 14 - 7.50 110 110 2500 2360 5510 5205 876 34.5 260 10.2 226 8.9 16.0 20 405
3000707 285/70R19.5 145/143M 16 - 8.25 125 125 2900 2725 6395 6005 902 35.5 280 11.0 232 9.1 17.0 21 420
3001250 285/70R19.5 145/143M 16 CE 8.25 125 125 2900 2725 6395 6005 902 35.5 280 11.0 232 9.1 17.0 21 420
3000708 305/70R19.5 148/145M 16 - 9.00 115 115 3075 2900 6780 6395 927 36.5 304 12.0 248 9.8 18.1 23 431
3000858 315/70R22.5 154/150L 18 - 9.00 130 123 3750 3350 8270 7390 1023 40.3 310 12.2 260 10.2 19.5 25 475

Tube Type
3000799 1000R20 147/143L 16 - 7.50 120 120 3000 2725 6610 6005 1064 41.9 282 11.1 224 8.8 20.7 26 500
3000801 1100R20 150/146L 16 - 8.00 120 120 3350 3075 7390 6780 1097 43.2 298 11.7 224 8.8 22.5 28 511

�T�B�RPattern Code  DH05k

80
3001435 295/80R22.5 152/148M 16 Z 9.00 123 123 3550 3150 7830 6945 1069 42.1 304 12.0 250 9.8 23.0 29 494 
3001436 315/80R22.5 154/150M(156L) 18 Z 9.00 120 120 3750 3350 8270 7385 1096 43.1 315 12.4 264 10.4 23.5 30 502 

Tube Type
3001431 1000R20 147/143L 16 Z 7.50 120 120 3000 2725 6610 6005 1064 41.9 282 11.1 224 8.8 20.7 26 500 
Technical data subject to change without prior notice.

�2�2�8�/ �2�2�9
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

A rear-wheel, mid-distance tire designed for minimum performance alterations in chang-

ing road and weather conditions. The dynamic cross-section pattern design and deep-

grooves ensure strong traction. A block pattern was applied for even wear. DH05 also 

displays excellent driving and braking capabilities on wet or snowy roads.

�T�B�RPattern Code  DH05w

Tubeless
3001393 12R22.5 152/148L 16 - 9.00 120 120 3350 3075 7390 6780 1100 43.3 303 11.9 250 9.8 23.3 29 515 

70
3001394 245/70R19.5 137/135M 16 - 7.50 120 120 2300 2200 5070 4850 850 33.5 246 9.7 220 8.7 16.0 20 399 
300864 295/80R22.5

Technical data subject to change without prior notice.
�U�Ê�/�…�ˆ�Ã�Ê�Ã�ˆ�â�i�Ê�Ü�ˆ�•�•�Ê�L�i�Ê�>�Û�>�ˆ�•�>�L�•�i�Ê�ˆ�˜�Ê�Î�+�°�Ó�ä�£�£

Recommended Vehicle Types & Position

�2�3�0�/ �2�3�1
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)

�U



�O�n� �&� � �O�f�f� � �-� �R�o�a�d

With its wide, rug-pattern tread design, DM03 is optimized for rear wheels of dump 

trucks. The design boosts braking and water channeling capabilities as well as protection 

against uneven wear and stone damage. The new compound also offers improved resist-

ance to chips and cuts.

�T�B�RPattern Code  DM03

Recommended Vehicle Types & Position

Tubeless
3000132 11R22.5 148/145K 16 - 8.25 120 120 3000 2725 6610 6005 1060 41.7 283 11.1 220 8.7 19.7 25 497
3000133 12R22.5 152/148K 16 - 9.00 120 120 3350 3075 7390 6780 1093 43.0 300 11.8 232 9.1 19.7 25 512
3000134 13R22.5 156/150G 18 - 9.75 120 120 3750 3450 8270 7610 1128 44.4 320 12.6 240 9.4 20.0 25 527 
3001086 13R22.5 154/150K (156/150G) 18 CE 9.75 120 120 3750 3450 8270 7610 1128 44.4 320 12.6 240 9.4 20.0 25 527 

80
3001497 295/80R22.5 152/148K 16 - 9.00 123 123 3550 3150 7830 6945 1065 41.9 303 11.9 250 9.8 20.5 26 498 
3000443 315/80R22.5 154/150M(156L) 18 - 9.00 120 120 3750 3350 8270 7385 1090 42.9 315 12.4 250 9.8 20.6 26 506 
3001084 315/80R22.5 154/150M (156L) 18 CE 9.00 120 120 3750 3350 8270 7385 1090 42.9 315 12.4 250 9.8 21.0 26 506 

Tube Type
3000128 1000R20 147/143K 16 - 7.50 120 120 3000 2725 6610 6005 1062 41.8 279 11.0 220 8.7 19.7 25 497 
3000129 1100R20 150/146K 16 - 8.00 120 120 3350 3075 7390 6780 1093 43.0 294 11.6 232 9.1 19.7 25 510 
3000130 1200R20 154/150K 18 - 8.50 120 120 3750 3450 8270 7610 1128 44.4 314 12.4 240 9.4 20.0 25 521 
3000725 1200R24 156/153K 18 - 8.50 120 120 4250 3875 9370 8540 1225 48.4 316 12.4 238 9.4 17.0 21 573 

Technical data subject to change without prior notice. 

�2�3�8�/ �2�3�9
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�O�f�f� � �-� �R�o�a�d

Engineered primarily for off road conditions, the DM04 is a drive-axle traction radial with

deep, wide treads for high mobility. Powerful construction ensures durability and long life.

Open shoulder offers agile maneuvering while large tread blocks and special compound

resist cuts and penetrations. Rugged, four steel belt structure allows maximum load, 

provides fuel efficiency and high mileage.

�T�B�RPattern Code  DM04

Recommended Vehicle Types & Position

Tubeless
3000140 11R22.5 148/145G 16 - 8.25 120 120 3000 2725 6610 6005 1075 42.3 282 11.1 220 8.7 24.7 31 498 
3000142 12R22.5 152/148G 16 - 9.00 120 120 3350 3075 7390 6780 1102 43.4 300 11.8 235 9.3 25.0 31 515 
3001252 13R22.5 154/150G 18 CE 9.75 120 120 3750 3450 8270 7610 1136 44.7 321 12.6 245 9.6 24.0 30 527 
3000143 13R22.5 154/150G 18 - 9.75 120 120 3750 3450 8270 7610 1136 44.7 321 12.6 245 9.6 23.7 30 527 
3000920 11R24.5 - 16 - 8.25 120 120 3250 3000 7160 6610 1121 44.1 283 11.1 222 8.7 23.6 30 525 

Tube Type
3000135 1000R20 147/143G 16 - 7.50 120 120 3000 2725 6610 6005 1075 42.3 279 11.0 220 8.7 24.7 31 498 
3000137 1100R20 150/146G 16 - 8.00 120 120 3350 3075 7390 6780 1102 43.4 294 11.6 235 9.3 25.0 31 515 
3000138 1200R20 154/150G 18 - 8.50 120 120 3750 3450 8270 7610 1136 44.7 316 12.4 235 9.3 24.0 30 521 
3000144 1200R24 156/153G 18 - 8.50 120 120 4250 3875 9370 8540 1231 48.5 319 12.6 245 9.6 20.9 26 572 

Technical data subject to change without prior notice.

�2�4�0�/ �2�4�1
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�T�B�RPattern Code  DW02

Recommended Vehicle Types & Position

�W�i�n�t�e�r

Studless winter radial tire for drive position. The innovative tread design with lateral full-

depth sipes deliver a strong grip on snowy and icy roads. The wide, open shoulder 

groove improves braking performance without shortening tire life. A special compound 

also enhances abrasion resistance.

�2�5�2�/ �2�5�3
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

Tubeless
3000158 11R22.5 - 14 - 8.25 105 95 2800 1550 6040 5300 1060 41.7 278 10.9 230 9.1 19.3 24 496 
3000159 12R22.5 152/148L 16 - 9.00 120 120 3350 3075 7390 6780 1092 43.0 298 11.7 242 9.5 20.4 26 511 

80
3000154 225/80R17.5 - 14 - 6.75 100 100 1550 1500 3420 3310 812 32.0 214 8.4 174 6.9 16.0 20 382 
3000463 295/80R22.5 152/148L 16 - 9.00 123 123 3550 3150 7830 6945 1065 41.9 305 12.0 250 9.8 20.3 26 494 
3000444 315/80R22.5 154/150L 18 - 9.00 120 120 3750 3350 8270 7385 1092 43.0 315 12.4 260 10.2 21.3 27 506 

Tube Type
3000156 1000R20 - 14 - 7.50 105 95 2800 1550 6040 5300 1060 41.7 278 10.9 230 9.1 19.3 24 498 
Technical data subject to change without prior notice.

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



Recommended Vehicle Types & Position

�L�o�n�g� �H�a�u�l

TL10 is optimized design for Long haul conditiopn. It's advanced compound and casing 

design technology ensure low rolling resistance. TL10 also has long mileage, fuel effi-

ciency and endurance. Longer milege by adoption of new cap tread compound, spe-

cially developed for long haul condition.

�T�B�RPattern Code  TL10

�T�L�1�0

Tubeless
65
3001442 385/65R22.5158L(160L) 18 - 11.75 120 - 4250 - 9370 - 1081 42.5 380 14.9 302 11.8 15.5 20 502 
3001602 445/65R22.5 169K 20 - 14.00 130 - 5800 - 12800 - 1162 45.7 446 17.6 352 13.9 13.5 17 

45
3001603 445/45R19.5 160J 22 - 14.00 130 - 4500 - 9920 - 906 35.6 434 17.0 377 14.8 13.5 17 414
Technical data subject to change without prior notice. 

�2�6�0�/ �2�6�1
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

All season super single for trailer axle with outstanding wear resistance and durability for 

mid and long hual service. 5 zig-zag type grooves help to maximize water drainage and

wet traction performance. Stone ejector prevents groove cracking and belt separation

�T�B�RPattern Code  TH02

Recommended Vehicle Types & Position

Tubeless
80
3000276 365/80R20 160K 20 - 10.00 135 135 4500 4125 9920 9095 1090 42.9 359 14.2 270 10.6 16.0 20 505 

65
3000273 385/65R22.5 160J 18 - 11.75 120 - 4250 - 9370 - 1072 42.2 384 15.1 288 11.3 15.5 20 496 
3000274 425/65R22.5 165K 18 - 13.00 125 - 5150 - 11350 - 1122 44.2 415 16.3 310 12.2 15.5 20 515 

Technical data subject to change without prior notice. 

�2�6�2�/ �2�6�3
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

The groove is specially designed with a wide angle to keep stones from getting lodged-

inside. Wide base tread with 4-rib grooves give long tread life and enhance traction. The 

asymmetric lateral tread provides directional driving stability.

�T�B�RPattern Code  TH06z

Recommended Vehicle Types & Position

Tubeless
3001057 11R22.5 148/145L 16 CP 8.25 120 120 3000 2725 6610 6005 1048 41.3 278 10.9 220 8.7 14.5 18 492 

70
3001281 275/70R22.5 148/145L(152/148J) 16 CA 8.25 131 131 3150 2900 6945 6395 964 38.0 274 10.8 206 8.1 14.5 18 449 
Technical data subject to change without prior notice.

�2�6�4�/ �2�6�5
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)



�M�e�d�i�u�m� �H�a�u�l

TH10 is optimized for medium haul trailer. This tire delivers the mileage you are looking 

for. An optimal section shape with stable tread contour provides the best performance on 

medium routes. And the asymmetric lateral tread provides directional driving stability

�T�B�RPattern Code  TH10

Recommended Vehicle Types & Position

Tubeless
3000922 9.5R17.5 143/141J 18 - 6.75 125 125 2725 2575 6005 5675 840 33.1 235 9.3 176 6.9 13.5 17 360 

75
3000779 215/75R17.5 135/133J 16 - 6.00 125 125 2180 2060 4805 4540 772 30.4 210 8.3 174 6.9 12.6 16 362 
3001529 215/75R17.5 135/133J 16 C- 6.00 125 125 2180 2060 4805 4540 774 30.5 212 8.3 173 6.8 12.6 16 361 
3001028 235/75R17.5 143/141J 16 - 6.75 125 125 2725 2575 6005 5675 797 31.4 238 9.4 202 8.0 12.1 15 366 
3001530 235/75R17.5 143/141J 16 C- 6.75 125 125 2725 2575 6005 5675 797 31.4 238 9.4 203 8.0 12.1 15 363 
3001326 235/75R17.5 145/142G 18 - 6.75 130 130 2900 2650 6395 5844 797 31.4 238 9.4 202 8.0 12.1 15 366 

70
3001029 245/70R17.5 143/141J 16 - 7.50 125 125 2725 2575 6005 5675 797 31.4 249 9.8 202 8.0 12.1 15 366 
3001531 245/70R17.5 143/141J 16 C- 7.50 125 125 2725 2575 6005 5675 797 31.4 245 9.6 202 8.0 12.1 15 366 
3000682 245/70R19.5 141/140J 18 - 7.50 125 125 2575 2500 5675 5510 844 33.2 248 9.8 210 8.3 13.5 17 390 
3001231 245/70R19.5 141/140J 18 C- 7.50 125 125 2575 2500 5675 5510 846 33.3 250 9.8 210 8.3 13.5 17 390 
3000689 265/70R19.5 143/141J 18 - 7.50 125 125 2730 2575 6020 5680 870 34.3 260 10.2 236 9.3 13.5 17 400 
3001232 265/70R19.5 143/141J 18 C- 7.50 125 125 2730 2575 6020 5680 870 34.3 260 10.2 236 9.3 13.5 17 400 
3001233 285/70R19.5 150/148J 18 C- 8.25 130 130 3350 3075 7390 6780 895 35.2 281 11.1 240 9.4 14.5 18 415 
3000710 285/70R19.5 150/148J 18 - 8.25 130 130 3350 3075 7390 6780 895 35.2 281 11.1 240 9.4 14.2 18 415 

65
3001307 385/65R22.5 158L (160J) 18 CE 11.75 120 - 4250 - 9370 - 1074 42.3 380 15.0 288 11.3 16.5 21 500 
3000476 385/65R22.5 158L 18 - 11.75 120 - 4250 - 9370 - 1074 42.3 380 15.0 288 11.3 16.5 21 500 
3000839 425/65R22.5 165K 18 - 13.00 120 - 5150 - 11350 - 1126 44.3 415 16.3 308 12.1 16.5 21 517 
3000840 425/65R22.5 165K 20 - 13.00 125 - 5170 - 11400 - 1126 44.3 415 16.3 308 12.1 16.5 21 517 

55
3000842 385/55R22.5 160J 18 - 11.75 130 - 4500 - 9920 - 1002 39.4 370 14.6 310 12.2 15.2 19 464 
Technical data subject to change without prior notice. 

�2�6�6�/ �2�6�7
�2�0�1�1� �H�A�N�K�O�O�K� �T�I�R�E

�P�A�T�T�E�R�N� �D�I�G�E�S�T

M-Code Size PR USE
Measu-

ring
Rim

Max.Air
(PSI)

Max.Load Overall 
Diameter

Section Width Tread Width Tread Depth
SLR(kgs) (lbs)

S D S D S D mm inch mm inch mm inch mminch(32º)


